
TACHOMETER  INSTRUCTION MANUAL

If the TACHOMETER is in non-measuring mode,

Position 

mode

Press MODE key to

select

2CYCLE

4CYCLE

Time 

mode

Press MODE key to 

select

0000:00

0:00

Max. 

RPM 

mode

M 12340

Dual 

mode

123  135

0  123

Press MODE key

Press MODE key

Press MODE key

Press MODE key

Total running time (can‘t cleared)

Temporary running time

(Press SET key two sec. to cleared)

Press SET key two sec. to cleared 
& memory

MEMORY Press SET key two sec. to cleared 
& memory

MAX



If the TACHOMETER is in measuring mode,

Position 

mode

Press MODE key to 

select

2CYCLE

4CYCLE

Time 

mode

Press MODE key to 

select

0000:00

0:00

RPM 

mode

Press MODE key to 

select

1230

M  12340

Max. 

RPM 

mode

M 12340

Dual 

mode

123  12

0   0

Press MODE key

Press MODE key

Press MODE key

Press MODE key

Press MODE key.

MAX 
RPM

Current 
RPM

Total running time (can‘t cleared)

Temporary running time

(Press SET key two sec. to cleared)

Press SET key two sec. to cleared 
& memory

Press SET key two sec. to cleared 
& memory

Press SET key two sec.



BEDIENUNGSANLEITUNG

keep-racing Drehzahlmesser/Stundenzähler

Wenn der DZM nicht im Messmodus ist:

Positions-

Modus

MODE Knopf drücken, 

um zu wählen

2CYCLE

4CYCLE

Zeit-

Modus

MODE Knopf drücken, 

um zu wählen

0000:00

0:00

Max. 

RPM-

Modus

M 12340

Dual-

Modus

123  135

0  123

MODE Knopf drücken

MODE Knopf drücken

MODE Knopf drücken

MODE Knopf drücken

Gesamtlaufzeit (kann nicht 
gelöscht werden)

Temporäre Laufzeit

(Zwei Sekunden SET Knopf drücken 
um zu löschen)

Zwei Sekunden SET Knopf drücken 
um zu löschen und speichern

SPEICHERN
Zwei Sekunden SET Knopf drücken 
um zu löschen und speichern

MAX



Wenn der DZM misst:

Positions-

Modus

MODE Knopf drücken, 

um zu wählen

2CYCLE

4CYCLE

Zeit-

Modus

MODE Knopf drücken, 

um zu wählen

0000:00

0:00

RPM-

Modus

MODE Knopf drücken, 

um zu wählen

1230

M  12340

Max. 

RPM-

Modus

M 12340

Dual-

Modus

123  12

0   0

MODE Knopf drücken

MODE Knopf drücken

MODE Knopf drücken

MODE Knopf drücken

MODE Knopf drücken

MAX 
RPM

Aktuelle 
RPM

Gesamtlaufzeit (kann nicht 
gelöscht werden)

Temporäre Laufzeit

(Zwei Sekunden SET Knopf drücken 
um zu löschen)

Zwei Sekunden SET Knopf drücken 
um zu löschen und speichern

Zwei Sekunden SET Knopf drücken 
um zu löschen und speichern

Zwei Sekunden SET Knopf drücken


